
Type Manufacturer Model Size Orientation Date Approved

DC BEECO FDC 1/2 H 21-Jan-2022

DC BEECO FDC 1/2 VU 21-Jan-2022

DC BEECO FDC 3/4 H 21-Jan-2022

DC BEECO FDC 3/4 VU 21-Jan-2022

DC BEECO FDC 1 1/4 H 21-Jan-2022

DC BEECO FDC 1 1/4 VU 21-Jan-2022

DC BEECO FDC 1 1/2 H 21-Jan-2022

DC BEECO FDC 1 1/2 VU 21-Jan-2022

DC Wilkins 950XL3  3/4 H 6-Sep-2022

DC Wilkins 950XL3  3/4 VU 6-Sep-2022

DC Wilkins 950XL3 1 H 6-Sep-2022

DC Wilkins 950XL3 1 VU 6-Sep-2022

DC Wilkins 950XL3 1 1/4 H 6-Sep-2022

DC Wilkins 950XL3 1 1/4 VU 6-Sep-2022

DC Wilkins 950XL3 1 1/2 H 6-Sep-2022

DC Wilkins 950XL3 1 1/2 VU 6-Sep-2022

DC Wilkins 950XL3 2 H 6-Sep-2022

DC Wilkins 950XL3 2 VU 6-Sep-2022

DC Wilkins 950XL3U  3/4 H 6-Sep-2022

DC Wilkins 950XL3U  3/4 VU 6-Sep-2022

DC Wilkins 950XL3U 1 H 6-Sep-2022

DC Wilkins 950XL3U 1 VU 6-Sep-2022

DC Wilkins 950XL3U 1 1/4 H 6-Sep-2022

DC Wilkins 950XL3U 1 1/4 VU 6-Sep-2022

DC Wilkins 950XL3U 1 1/2 H 6-Sep-2022

DC Wilkins 950XL3U 1 1/2 VU 6-Sep-2022

DC Wilkins 950XL3U 2 H 6-Sep-2022

DC Wilkins 950XL3U 2 VU 6-Sep-2022
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ADDITIONS 
Double Check Valve Assemblies

The following changes have been made to the published List dated 21 January 2022.

Pressure Vacuum Breaker

Spill-Resistant Vacuum Breaker
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ADDITIONS 
Reduced Pressure Principle Assemblies

Type Manufacturer Model Size Orientation Date Approved

RP Ames Deringer 40 6 H 3-Aug-2022

RP Ames Deringer 40X 4 H 3-Aug-2022

RP Backflow Direct Deringer 40 6 H 3-Aug-2022

RP Backflow Direct Deringer 40X 4 H 3-Aug-2022

RP Wilkins 975XL3  1/2 H 6-Sep-2022

RP Wilkins 975XL3  3/4 H 6-Sep-2022

RP Wilkins 975XL3 1 H 6-Sep-2022

RP Wilkins 975XL3 1 1/4 H 6-Sep-2022

RP Wilkins 975XL3 1 1/2 H 6-Sep-2022

RP Wilkins 975XL3 2 H 6-Sep-2022

RP Wilkins 975XL3SE  1/2 VUVD 6-Sep-2022

RP Wilkins 975XL3SE  1/2 VUVU 6-Sep-2022

RP Wilkins 975XL3SE  3/4 VUVD 6-Sep-2022

RP Wilkins 975XL3SE  3/4 VUVU 6-Sep-2022

RP Wilkins 975XL3SE 1 VUVD 6-Sep-2022

RP Wilkins 975XL3SE 1 VUVU 6-Sep-2022

RP Wilkins 975XL3SEU  3/4 VUVD 6-Sep-2022

RP Wilkins 975XL3SEU  3/4 VUVU 6-Sep-2022

RP Wilkins 975XL3SEU 1 VUVD 6-Sep-2022

RP Wilkins 975XL3SEU 1 VUVU 6-Sep-2022

RP Wilkins 975XL3U  3/4 H 6-Sep-2022

RP Wilkins 975XL3U 1 H 6-Sep-2022

RP Wilkins 975XL3U 1 1/4 H 6-Sep-2022

RP Wilkins 975XL3U 1 1/2 H 6-Sep-2022

RP Wilkins 975XL3U 2 H 6-Sep-2022

Reduced Pressure Principle Detector Assemblies

Double Check Detector Assemblies

Double Check Detector Assemblies- Type II

DCDA-II Apollo/Conbraco DCDA2LF4AN 10 VUVD 12-Apr-2022

DCDA-II Apollo/Conbraco DCDA2LF4AN 12 VUVD 12-Apr-2022

Reduced Pressure Principle Detector Assemblies-Type II

RPDA-II Apollo/Conbraco RPDA2LF4AN 10 VUVD 12-Apr-2022

RPDA-II Apollo/Conbraco RPDA2LF4AN 12 VUVD 12-Apr-2022

RPDA-II Ames Deringer 50 6 H 3-Aug-2022

RPDA-II Ames Deringer 50X 4 H 3-Aug-2022

RPDA-II Backflow Direct Deringer 50 6 H 3-Aug-2022

RPDA-II Backflow Direct Deringer 50X 4 H 3-Aug-2022
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DELETIONS
ASSEMBLY AND SPARE PARTS ARE NO LONGER MANUFACTURED

Type Manufacturer Model Size Orientation Date Deleted
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